














★ Open the door via Call/SMS remotely

★ 1150 caller ID access control by free call

★ Log records sent via SMS/Email 

★ SMS alert when input is triggered

★ Supports 2 output relays and 3 input triggers

★ Open the door via PIN code or Call/SMS remotely

★ 384 user PIN codes

★ 1150 caller ID access control by free call

★ Log records sent via SMS/Email 

★ SMS alert when input is triggered 

★ Support 2 output relays and 3 input triggers

★ Wrong PIN code entry limit and will emit alert sound

★ Anti-Vandal and stainless steel keypad with 
     blue backlight design

SS1401-4G (Keypad Opener)

SS1806-4G (Gate Opener)

Feature

Feature
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4G  Access Controller

Access Controller

SS1806-4G SS1401-4GModel

Open the door via PIN code

Call List Report 

Inputs

SMS Alerts if cracked

Dimension

Module

SIM Card type

Operating Voltage

Setup by

NO YES(384)

YES YES 

3 0

YES YES

Micro-SIM

12  Volt DC

SMS /App

Outputs 2 2

164(H) x 81(W) x 75(D) mm90(H) x 60(W) x 27(D) mm

4G Access controller Comparison table

Nano-SIM

Open the door via caller ID 1150 1150

EC21-A : B2  B4  B12
EC21-AU : B1  B2  B3  B4  B5  B7  B8  B28
EC21-E : B1  B3  B5  B7  B8  B20 

Application

Door

EXIT

Anodic lock

2G｜3G Door opener

2G｜3G Door opener with keypad

Open door
or

or
Open door
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4G Industrial Router

★ Industrial automation control system

★ Remote device management

★ Surveillance and security systems

★ Mobile working and temporary network connections

Feature

MMG-4203

MMG-4203Model

Serial Communication
 & High Throughput 
Data Switching

Enhanced Cyber 
Security & Redundancy

● RS232/422/485 full functions for serial over LTE/NBIoT/WiFi/
   Ethernet data switching
● 2 port Ethernet supports routing and bridging mode

● Modbus Log to collect sensor data

● OpenVPN (server/client)

● L2TP with PPP, PAP, CHAP(LCP, IPCP), GRE tunnel

● HTTPs/SSH secure login

● Modbus RTU to Modbus TCP Conversion

● Modbus Write Single Coil, Register to configure sensor parameters
● VConnect up to 25 sensors in one RS485 chain
● VDLMS/COSEM protocol to connect power meters

● MQTTS with TLS encryption and X.509 authenticationTACACS+ 
    multi-user authentication for privileged user management

● Firewall for inbound/outbound traffic

4G Industrial Router Specification

MMG-4203
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